
FEATURES
Four LEDs per pixel
30° Amber LEDs
5x7 Pixel Matrix
18” Characters
Speed Limit Sign
Superior power management

GENERAL SPECIFICATIONS

American Signal Company's 131T DigibriteTM 
features an all LED, two digit, trailer mounted speed 
display sign. This radar speed trailer is equipped with 
a traffic radar operating in an "approach only" mode 
such that defaults to display the speeds of 
approaching vehicles exceeding the user selectable 
"threshhold" or "trigger" speed will be displayed. The 
131T DigibriteTM  encourages motorist awareness and 
work zone saftey, and is well suited for both highway 
and urban use.

OPTIONS
WiFi, GPS
Cellular (CDMA/IXRTT, GSM/GPRS)
3 digit display option
Radar Data Logging Capability
Electro-hydraulic Mast
Multiple Hitch Options
Expanded Solar / Battery Bank
Additional alerting features - siren, strobe,
warning lights, etc.

PHYSICAL / MECHANICAL
Height (raised)
Height (storage)
Length (w/o tongue)
Sign Case Width
Sign Case Height

VEHICLE DATA LOGGING CAPABILITY
Average Count
85th percentile
50th percentile
Average Speed

133” / 3.4 m
97” / 2.4 m
101” / 2.1m
36” / 91.4 cm
33.89” / 86 cm
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* Specifications/Technology is subject to change.
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