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1. TRANSPORT

1.1 TRANSPORTING FHESHING ARROW PANEL

Remove the pin toaise thestabilizinglegs Replace the pin tetow
the raised legs andhise the tongue with the jack.

e s

Remove the locking pifnom the locking lever on theailer hitch

Lift the locking lever on the trailer hitch

Position thehitch receiver over the
towing vehicle balhitch and lower
the hitch to firmly seat around the
ball

Push the locking lever down to
engage the lock

Insert the locking pin through the
hole in the lever to prevent
accidental unlocking
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Attach the safety chains to the appropriate attgobints on the
towing vehicle

Attach the electrical connector from tht®ngueassembly to the
electrical connector on the towing vehicle (for tag, trailer and
brake lights).

2DEPLOYMENT

2.1 DEPLOYING THRASHING ARROW PANEL
Deploy and lowr all 4stabilizing legs
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Disengage sprirtpadedlatch pin from its lockedravel position by pulling the latch pin out past
the detent and rotating 90 degrees to hold it in the disengaged position.
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Turn the hand crank clockwise to raise the display
just past the latch pin hole on the mast (the bottom

2F RAALI I @&
ground).

Rotate the sprindoaded latch pin to release itdm
the detent. The spring will force the pin against the;

mast.

Turn the hand crank counter clockwise to lower the
displayuntil the latch pin slides into the upper mast

safety hole.

MANO00000130, ReC

aK2dz R

Detent to hold 4 | Position
latch pin out

Disengaged

0SS L

Page5 of 27

9/1/2020



To otate thedisplay,pull thelocking pin down and turn it so themall pin fits into the notch detent.

Rotate the display to the desired position. Release the locking pin from the notch detent and move
the display until the locking pin slides into a hole on the assembly.
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2.2 LOWERING THE DISPLAY AND PREPARING FOR TRANSPORT

Rotate the display until it is parallel with the trailer. Lock into position with the locking pin.

Turn the hand crank counterlockwise to lower thelisplay until it rests on the upport arms

Engage the latch pin, locking it into the lower mast safety hole

Before towing raise and stow thstabilizing legs
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